
SAFETY DATA SHEET
According to Regulation (EC) No 1907/2006

TECPO HIGH TACK 
Montagekleber_EN

Version number: 2.0

Issued: 2025-08-11

Replaces SDS: 2025-04-09

SECTION 1: Identification of the substance/mixture and of the company/undertaking

1.1. Product identifier
Trade name
TECPO HIGH TACK Montagekleber_EN

Article No.
300835

Nanoform
This substance / mixture contains nanoforms.

1.2. Relevant identified uses of the substance or mixture and uses advised against
Relevant identified uses
Adhesives, Sealants.

Not suitable for use in
Must not be used in products intended to come into direct or prolonged contact with the skin. Must 
not be used in toys or baby articles. Fabrics, textiles and clothing: Bedding and clothing. Gloves. 
Paper products: Paper towels, hand towels, disposable tableware, diapers, feminine hygiene 
products, incontinence products, writing paper. 
 
Reason for advising against use: Restricted substance according to REACH Annex XVII

1.3. Details of the supplier of the safety data sheet
SDS created by
Gefahrgutberatung Florian Herber, Erbigsweg 12, 36137 Großenlüder 
Telefon: 0163 / 8408334 
E-Mail: kontakt@gefahrgut-herber.de 
www.gefahrgut-herber.de
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Supplier
TECPO GmbH
 
Address
Dreherstraße 16-20 
 
42899 Remscheid 
Germany
 
Telephone
+49 2191 951 3305
 
Email
info@tecpo.de
 
Fax
+49 2191 951 33044
 
Web site
www.tecpo.de
 
Contact person
Baris Ünsal

1.4. Emergency telephone number
Poison center/Additional emergency number
+49 (0) 89 19240 (Available 24/7) - Poison Emergency Call Munich (Available for the public.)

SECTION 2: Hazards identification

2.1. Classification of the substance or mixture
Description
This mixture is not classified as dangerous according to Regulation (EC) No 1272/2008 [CLP].

2.2. Label elements
Supplemental hazard statements
EUH208 Contains Trimethoxyvinylsilane. May produce an allergic reaction. 
EUH210 Safety data sheet available on request.

More information
This mixture is not classified as dangerous according to Regulation (EC) No 1272/2008 [CLP].

2.3. Other hazards
Small amounts of methanol (CAS 67-56-1) are formed by hydrolysis and released during curing.
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Other
This product does not contain any PBT or vPvB substances. 
 
The product does not contain any substances with endocrine-disrupting properties.

SECTION 3: Composition/information on ingredients

3.2. Mixtures

Chemical name CAS No. 
EC No. 

REACH No. 
Index No.

Concentration Classification H-phrase 
M factor acute 

M factor 
chronic

Specific concentra-
tion limits 

ATE

Note

trimethoxyvinylsilane; 
trimethoxy(vinyl)silane

2768-02-7 
220-449-8 
01-2119513215-
52 
014-049-00-0

1 - <3% Flam. Liq. 3, 
Skin Sens. 1B, 
Acute Tox. 4 - 
inhalation

H226, H317, 
H332 
- 
-

-

Titanium dioxide 13463-67-7 
236-675-5 
01-2119489379-
17 
022-006-00-2

0,1 - <1% - - 
- 
-

-

Dioctyltin oxide 870-08-6 
212-791-1 
01-2119971268-
27-xxxx 
-

0,1 - <0,5% STOT SE 2 H371 
- 
-

-

Bis(2,2,6,6-tetramethyl-
4-piperidyl) sebacate

52829-07-9 
258-207-9 
01-2119537297-
32-XXXX 
-

0,1 - <0,3% Eye Dam. 1, 
Repr. 2, 
Aquatic Acute 
1, Aquatic 
Chronic 2

H318, H361f, 
H400, H411 
- 
-

-

Substance additional information 
For the complete text of H- / EUH-statements mentioned in this section, see section 16. 
 
This product does not contain substances of very high concern (SVHC) on the candidate list in a con-
centration >=0.1% (Regulation (EC) No. 1907/2006 (REACH), Article 59)
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SECTION 4: First aid measures

4.1. Description of first aid measures
Obtain medical attention and bring these instructions. If medical advice is needed, have product con-
tainer or label at hand.

Inhalation
Move the exposed person to fresh air at once. Consult a doctor if symptoms persist.

Skin contact
Wash skin with soap and water. In case of skin irritation or allergic reactions consult a doctor.

Eye contact
Rinse thoroughly immediately with plenty of water for at least 15 minutes, also under the eyelids. eye-
lids. Remove any contact lenses if possible. Continue to rinse out. See an ophthalmologist.

Ingestion
Hydrolysis releases small amounts of toxic methanol. Through Hydrolysis releases small amounts of 
toxic methanol. Consult a doctor immediately. immediately. Never give water to an unconscious per-
son. Rinse mouth thoroughly with rinse mouth thoroughly with water.

4.2. Most important symptoms and effects, both acute and delayed
None known.

4.3. Indication of any immediate medical attention and special treatment needed
Small amounts of methanol (CAS 67-56-1) are formed by hydrolysis and released during curing. 
released during curing. Small amounts of methanol (CAS 67-54-1) are formed by hydrolysis and 
released formed by hydrolysis and released when the product is exposed to moisture or water. is 
exposed to moisture or water. Symptomatic treatment.

SECTION 5: Firefighting measures

5.1. Extinguishing media
Suitable extinguishing media
In case of fire: Use alcohol resistant foam, carbon dioxide, dry powder or water fog to extinguish.

Unsuitable extinguishing media
Full water jet.

5.2. Special hazards arising from the substance or mixture
Thermal decomposition may lead to release of irritating gases and vapors. 
 
Hazardous decomposition products: Carbon oxides. Carbon monoxide (CO). Carbon dioxide (CO2). 
Silicon dioxide.
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5.3. Advice for firefighters
Special protective equipment for fire-fighters
Wear self-contained breathing apparatus for firefighting if necessary.

Other
Measures in case of fire
Wear self-contained breathing apparatus for firefighting if necessary.

SECTION 6: Accidental release measures

6.1. Personal precautions, protective equipment and emergency procedures
Use personal protective equipment as required. Ensure adequate ventilation. Do not get in eyes, on 
skin, or on clothing. 
Emergency services: Wear protective clothing as described in Section 8 of this safety data sheet.

6.2. Environmental precautions
Do not allow to enter drains or waterways. 
Do not allow to enter the subsoil/soil. See section 12 for additional environmental information.

6.3. Methods and material for containment and cleaning up
Do not spread leaked material with a high-pressure water jet. 
Pick up mechanically and dispose of in suitable containers. 
Dispose of the collected material in accordance with the regulations (Section 13). 
Thoroughly clean soiled objects and surfaces in compliance with environmental regulations.

6.4. Reference to other sections
See SECTIONS 7+8+13

SECTION 7: Handling and storage

7.1. Precautions for safe handling
Preventive handling precautions
Ensure adequate ventilation.

General hygiene
Do not eat, drink or smoke when using this product. Wash hands before breaks and at the end of 
work.

7.2. Conditions for safe storage, including any incompatibilities
Keep containers tightly closed. Store in a cool and well-ventilated place. Protect from moisture. Keep 
away from food, drink and animal feeding stuffs. 
Recommended storage temperature: Keep temperatures between 10 and 35 °C.
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7.3. Specific end use(s)
Adhesives, Sealants.

Other
Observe the technical data sheet.

SECTION 8: Exposure controls/personal protection

8.1. Control parameters
Exposure limits
This product contains titanium dioxide in a non-respirable form. Inhalation of titanium dioxide from 
exposure to this product is unlikely Small amounts of methanol (CAS 67-56-1) are formed by hydro-
lysis and released during curing. This product contains substances that are powdery in their original 
state, but are present in this product in a non-respirable form.  Therefore, inhalation of powder/dust 
particles is unlikely from exposure to this product.

National occupational exposure limits

Ingredient CAS No. 
EC No.

Exposure limit 
ppm / mg/m³

Source Remark Year

Methanol 67-56-1 
-

100 / 130 / AGW -

Methanol 67-56-1 
-

200 / 260 / TWA (EU) -

Titanium dioxide 13463-67-7 
236-675-5

- / 1,25 / AGW 2(II); AGS, DFG, Y -

Titanium dioxide 13463-67-7 
236-675-5

- / 10 / AGW 2(II); AGS, DFG, Y -

Dioctyltin oxide 870-08-6 
212-791-1

0,002 / 0,01 / AGW -

Octadecyl-3-(3,5-di-tert-butyl-4-
hydroxyphenyl)propionat

2082-79-3 
-

- / 20 / AGW -

DNEL/DMEL

Product/Substance name 
(CAS No./EC No.)

Type Exposure Value Population Effects

trimethoxyvinylsilane; trimethoxy(vinyl)sil-
ane 
(2768-02-7/220-449-8)

DNEL Chronic (long term) 
Inhalation

27,6 mg/m³ Workers Systemic

trimethoxyvinylsilane; trimethoxy(vinyl)sil-
ane 

DNEL Chronic (long term) 
Dermal

3,9 mg/kg bw/day Workers Systemic

6 / 19



SAFETY DATA SHEET
According to Regulation (EC) No 1907/2006

TECPO HIGH TACK 
Montagekleber_EN

Version number: 2.0

Issued: 2025-08-11

Replaces SDS: 2025-04-09

Product/Substance name 
(CAS No./EC No.)

Type Exposure Value Population Effects

(2768-02-7/220-449-8)

trimethoxyvinylsilane; trimethoxy(vinyl)sil-
ane 
(2768-02-7/220-449-8)

DNEL Chronic (long term) 
Inhalation

18,9 mg/m³ Consumers Systemic

trimethoxyvinylsilane; trimethoxy(vinyl)sil-
ane 
(2768-02-7/220-449-8)

DNEL Chronic (long term) 
Dermal

7,8 mg/kg bw/day Consumers Systemic

trimethoxyvinylsilane; trimethoxy(vinyl)sil-
ane 
(2768-02-7/220-449-8)

DNEL Chronic (long term) 
Oral

0,3 mg/kg bw/day Consumers Systemic

Titanium dioxide 
(13463-67-7/236-675-5)

DNEL Chronic (long term) 
Inhalation

10 mg/m³ Workers Systemic

Titanium dioxide 
(13463-67-7/236-675-5)

DNEL Chronic (long term) 
Oral

700 mg/kg bw/day Consumers Systemic

Dioctyltin oxide 
(870-08-6/212-791-1)

DNEL Chronic (long term) 
Dermal

0,05 mg/kg bw/day Workers Systemic

Dioctyltin oxide 
(870-08-6/212-791-1)

DNEL Chronic (long term) 
Inhalation

0,004 mg/m³ Workers Systemic

Dioctyltin oxide 
(870-08-6/212-791-1)

DNEL Chronic (long term) 
Oral

0,0005 mg/kg 
bw/day

Consumers Systemic

Dioctyltin oxide 
(870-08-6/212-791-1)

DNEL Chronic (long term) 
Dermal

0,025 mg/kg 
bw/day

Consumers Systemic

Dioctyltin oxide 
(870-08-6/212-791-1)

DNEL Chronic (long term) 
Inhalation

0,0009 mg/m³ Consumers Systemic

Bis(2,2,6,6-tetramethyl-4-piperidyl) seba-
cate 
(52829-07-9/258-207-9)

DNEL Chronic (long term) 
Inhalation

2,82 mg/m³ Workers Systemic

Bis(2,2,6,6-tetramethyl-4-piperidyl) seba-
cate 
(52829-07-9/258-207-9)

DNEL Chronic (long term) 
Dermal

1,6 mg/kg Workers Systemic

Bis(2,2,6,6-tetramethyl-4-piperidyl) seba-
cate 
(52829-07-9/258-207-9)

DNEL Chronic (long term) 
Dermal

0,8 mg/kg Consumers Systemic

Bis(2,2,6,6-tetramethyl-4-piperidyl) seba-
cate 
(52829-07-9/258-207-9)

DNEL Chronic (long term) 
Oral

0,4 mg/kg Consumers Systemic

PNEC/PEC

7 / 19



SAFETY DATA SHEET
According to Regulation (EC) No 1907/2006

TECPO HIGH TACK 
Montagekleber_EN

Version number: 2.0

Issued: 2025-08-11

Replaces SDS: 2025-04-09

Product/Substance name 
(CAS No./EC No.)

Type Environmental compartment Value

trimethoxyvinylsilane; trimethoxy(vinyl)silane 
(2768-02-7/220-449-8)

PNEC Freshwater 0,34 mg/l

trimethoxyvinylsilane; trimethoxy(vinyl)silane 
(2768-02-7/220-449-8)

PNEC Marine water 0,034 mg/l

trimethoxyvinylsilane; trimethoxy(vinyl)silane 
(2768-02-7/220-449-8)

PNEC Sewage Treatment Plant 110 mg/l

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Marine water 0,0184 mg/l

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Sediment (freshwater) 1000 
mg/kg

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Freshwater 0,184 mg/l

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Sediment (marine water) 100 mg/kg

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Soil 100 mg/kg

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Sewage Treatment Plant 100 mg/l

Titanium dioxide 
(13463-67-7/236-675-5)

PNEC Intermittent releases (freshwater) 0,193 mg/l

Dioctyltin oxide 
(870-08-6/212-791-1)

PNEC Sediment (freshwater) 0,02798 
mg/kg dwt

Dioctyltin oxide 
(870-08-6/212-791-1)

PNEC Sediment (marine water) 0,00279 
mg/kg dwt

Dioctyltin oxide 
(870-08-6/212-791-1)

PNEC Sewage Treatment Plant 100 mg/l

Bis(2,2,6,6-tetramethyl-4-piperidyl) sebacate 
(52829-07-9/258-207-9)

PNEC Freshwater 0,018 mg/l

Bis(2,2,6,6-tetramethyl-4-piperidyl) sebacate 
(52829-07-9/258-207-9)

PNEC Marine water 0,0018 mg/l

Bis(2,2,6,6-tetramethyl-4-piperidyl) sebacate 
(52829-07-9/258-207-9)

PNEC Sediment (freshwater) 29 mg/kg

Bis(2,2,6,6-tetramethyl-4-piperidyl) sebacate 
(52829-07-9/258-207-9)

PNEC Sediment (marine water) 2,9 mg/kg

Bis(2,2,6,6-tetramethyl-4-piperidyl) sebacate 
(52829-07-9/258-207-9)

PNEC Soil 5,9 mg/kg

8.2. Exposure controls
Appropriate engineering controls
Ensure adequate ventilation, especially in closed rooms.
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Personal Protective Equipment Symbols

Eye / face protection
Wear safety goggles with side shield (or safety glasses). Eye protection must comply with the DIN EN 
166 standard.

Hand protection
Wear suitable protective gloves. Recommended use:. Neoprene™. Nitrile rubber. Butyl rubber. Thick-
ness of the gloves > 0.7mm. The breakthrough time for the specified glove materials is generally 
greater than 480 min. Ensure that the breakthrough time of the glove material is not exceeded. Use 
the supplier's information on the breakthrough time for the specific gloves. 
 
Recommendation: Gloves must comply with the EN 374 standard.

Other skin protection
None known under normal conditions of use.

Respiratory protection
Wear respiratory protection in case of insufficient ventilation. Wear a respirator in accordance with EN 
140 with filter type A/P2 or better. Ensure adequate ventilation, especially in closed rooms. 
Recommended filter type:  Filter for organic gases and vapors according to EN 14387. white. Brown.

Environmental exposure controls
Do not allow uncontrolled release of the product into the environment.

SECTION 9: Physical and chemical properties

9.1. Information on basic physical and chemical properties
Physical state
Solid

Colour
White.

Odour
Characteristic.

Melting point / freezing point
No data available.

Boiling point or initial boiling point and boiling range
No data available.

Flammability
No data available.
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Lower and upper explosion limit
No data available.

Flash point
No data available.

Auto-ignition temperature
No data available.

Decomposition temperature
No data available.

pH
No data available.

Kinematic viscosity
No data available.

Viscosity, dynamic
~ 12000 Pa · s
Method
@23 °C

Solubility
No data available.

Water solubility
Reacts with water.

Partition coefficient n-octanol/water
No data available.

Vapour pressure
No data available.

Density and/or relative density
1,5 g/cm³

Relative density
No data available.

Relative vapour density
No data available.

VOC %
No data available.

Particle characteristics
There is no information available.
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Information on basic physical and chemical properties
N/A.

9.2. Other information
There is no information available.

Other
There is no information available.

SECTION 10: Stability and reactivity

10.1. Reactivity
Product hardens with moisture.

10.2. Chemical stability
Stable under normal conditions.

10.3. Possibility of hazardous reactions
No dangerous reactions are known.

10.4. Conditions to avoid
Product hardens with moisture. Protect from moisture. Prolonged Contact with air or moisture. Do not 
freeze. Keep away from naked flames, hot surfaces surfaces and sources of ignition.

10.5. Incompatible materials
No further relevant information available.

10.6. Hazardous decomposition products
None known under normal conditions of use. Small amounts of methanol (CAS 67-56-1) are formed 
by hydrolysis and released during curing.

SECTION 11: Toxicological information

11.1. Information on hazard classes as defined in Regulation (EC) No 1272/2008
Based on available data, the classification criteria are not met.

Acute toxicity
The following values are calculated on the basis of chapter 3.1 of the GHS document 
ATEmix (oral) : >2000 mg/kg 
ATEmix (dermal) : >2000 mg/kg 
ATEmix (inhalation of gas) : >20000 ppm 
ATEmix (inhalation of dust/mist) : >5 mg/l 
ATEmix (inhalation of vapors) : 587,60 mg/l
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Product / Sub-
stance name 
CAS / EC no.

Dose descriptor Value / Dose Exposure route Duration of 
exposure

Test animals Method / 
Guideline

trimeth-
oxyvinylsilane; 
trimethoxy(vinyl)
silane 
2768-02-7 / 220-
449-8

LD50 7120 - 7236 
mg/kg

Oral - Rat OECD 401

trimeth-
oxyvinylsilane; 
trimethoxy(vinyl)
silane 
2768-02-7 / 220-
449-8

LD50 3540 mg/kg Dermal - Oryctolagus 
cuniculus

-

trimeth-
oxyvinylsilane; 
trimethoxy(vinyl)
silane 
2768-02-7 / 220-
449-8

LC50 16,8 mg/l Inhalative 4 hours Rat OECD TG 403

Titanium dioxide 
13463-67-7 / 
236-675-5

LD50 >10000 mg/kg Oral - Rat -

Titanium dioxide 
13463-67-7 / 
236-675-5

LD50 >5000 mg/kg Dermal - - -

Titanium dioxide 
13463-67-7 / 
236-675-5

LC50 5,09 mg/l Inhalative 4 hours Rat -

Dioctyltin oxide 
870-08-6 / 212-
791-1

LD50 2500 mg/kg Oral - Rat -

Dioctyltin oxide 
870-08-6 / 212-
791-1

LD50 2000 mg/kg Dermal - Rat OECD 402

Bis(2,2,6,6-tetra-
methyl-4-
piperidyl) seba-
cate 
52829-07-9 / 
258-207-9

LD50 >2000 mg/kg Oral - Rat OECD 423

Bis(2,2,6,6-tetra-
methyl-4-
piperidyl) seba-
cate 
52829-07-9 / 
258-207-9

LD50 >3170 mg/kg Dermal - Rat OECD 402
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Product / Sub-
stance name 
CAS / EC no.

Dose descriptor Value / Dose Exposure route Duration of 
exposure

Test animals Method / 
Guideline

Bis(2,2,6,6-tetra-
methyl-4-
piperidyl) seba-
cate 
52829-07-9 / 
258-207-9

- 500 mg/m³ Inhalative 4 hours Rat -

Skin corrosion/irritation
Based on available data, the classification criteria are not met.

Serious eye damage/irritation
Based on available data, the classification criteria are not met.

Respiratory or skin sensitisation
OECD Test No. 406: Skin sensitization. No sensitization reactions were observed. No classification 
proposed based on conclusive negative data. May cause sensitization in susceptible individuals.

Germ cell mutagenicity
Based on available data, the classification criteria are not met.

Carcinogenicity
Based on available data, the classification criteria are not met.

Reproductive toxicity
Based on available data, the classification criteria are not met.

STOT-single exposure
Based on available data, the classification criteria are not met.

STOT-repeated exposure
Based on available data, the classification criteria are not met.

Aspiration hazard
Based on available data, the classification criteria are not met.

11.2. Information on other hazards
Endocrine disrupting properties
The product does not contain any substances with endocrine-disrupting properties.

Other information
There is no information available.
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SECTION 12: Ecological information

12.1. Toxicity
Acute toxicity
Based on available data, the classification criteria are not met.

Acute fish toxicity

Product / Sub-
stance name 
CAS / EC no.

Measurement type Value / Result Duration of expos-
ure

Species Method / Guideline

trimethoxyvinylsil-
ane; 
trimethoxy(vinyl)sil-
ane 
2768-02-7 / 220-
449-8

LC50 191 mg/l 96 hours Onchorhynchus 
mykiss (Rainbow 
trout)

-

Dioctyltin oxide 
870-08-6 / 212-791-
1

LC50 >0,09 mg/l 96 hours Brachydanio rerio 
(Zebra Fish)

Acute Toxicity Test

Bis(2,2,6,6-tetra-
methyl-4-piperidyl) 
sebacate 
52829-07-9 / 258-
207-9

LC50 5,29 mg/l 96 hours Oryzias latipes (Red 
killifish)

-

Acute algae toxicity

Product / Sub-
stance name 
CAS / EC no.

Measurement type Value / Result Duration of expos-
ure

Species Method / Guideline

trimethoxyvinylsil-
ane; 
trimethoxy(vinyl)sil-
ane 
2768-02-7 / 220-
449-8

EC50 >957 mg/l 72 hours Desmodesmus sub-
spicatus

EU Method C.3

Titanium dioxide 
13463-67-7 / 236-
675-5

LC50 >10000 mg/l 96 hours Cyprinodon varie-
gatus (Sheepshead 
minnow)

OECD 203

Dioctyltin oxide 
870-08-6 / 212-791-
1

EC50 >1000 mg/ 3 hours Bacteria Activated 
Sludge

-

Bis(2,2,6,6-tetra-
methyl-4-piperidyl) 
sebacate 

EC50 0,705 mg/l 72 hours Pseudokirchneriella 
subcapitata

-
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Product / Sub-
stance name 
CAS / EC no.

Measurement type Value / Result Duration of expos-
ure

Species Method / Guideline

52829-07-9 / 258-
207-9

Acute crustacean toxicity

Product / Substance 
name 

CAS / EC no.

Measurement type Value / Result Duration of exposure Species

trimethoxyvinylsilane; tri-
methoxy(vinyl)silane 
2768-02-7 / 220-449-8

EC50 168,7 mg/l 48 hours Daphnia magna

Dioctyltin oxide 
870-08-6 / 212-791-1

EC50 >0,21 mg/l 48 hours Daphnia magna

Bis(2,2,6,6-tetramethyl-
4-piperidyl) sebacate 
52829-07-9 / 258-207-9

LC50 8,58 mg/l 48 hours Daphnia magna

12.2. Persistence and degradability
There is no information available.

Product / Substance 
name 

CAS / EC no.

Type of test Duration Result Method / Guideline

trimethoxyvinylsilane; tri-
methoxy(vinyl)silane 
2768-02-7 / 220-449-8

- 28 days 51 % Not readily biode-
gradable degradable

OECD 301F

Dioctyltin oxide 
870-08-6 / 212-791-1

Biodegradability 755 hours Not readily biodegrad-
able 2 %

OECD 301F

Bis(2,2,6,6-tetramethyl-
4-piperidyl) sebacate 
52829-07-9 / 258-207-9

Total organic carbon 
(TOC)

28 days 24 % Moderate OECD Test No. 303: 
Simulation test - aerobic 
wastewater treatment -- 
A: laboratory activated 
sludge system; B: 
biofilms

12.3. Bioaccumulative potential

Product / Substance name 
CAS / EC no.

LogKow / LogPow

trimethoxyvinylsilane; trimethoxy(vinyl)silane 1.1
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Product / Substance name 
CAS / EC no.

LogKow / LogPow

2768-02-7 / 220-449-8

Dioctyltin oxide 
870-08-6 / 212-791-1

6

Bis(2,2,6,6-tetramethyl-4-piperidyl) sebacate 
52829-07-9 / 258-207-9

0,35

12.4. Mobility in soil
Mobility
There is no information available.

12.5. Results of PBT and vPvB assessment
This product does not contain any PBT or vPvB substances.

12.6. Endocrine disrupting properties
The product does not contain any substances with endocrine-disrupting properties.

12.7. Other adverse effects
There is no information available.

Other
German Water Class
WGK2 - significantly water endangering

SECTION 13: Disposal considerations

13.1. Waste treatment methods
Disposal considerations
Dispose of contents/container in accordance with local/regional/national/international regulations. Dis-
pose of in accordance with local regulations.

Packaging
Contaminated packaging must be disposed of in the same way as the substance.

Waste code Waste description

08 04 10 waste adhesives and sealants other than those mentioned in 08 04 09 

15 01 10* packaging containing residues of or contaminated by hazardous substances 

16 03 03* inorganic wastes containing hazardous substances 

16 05 05 gases in pressure containers other than those mentioned in 16 05 04 
Please note - an asterisk (*) next to a code denotes that it is HAZARDOUS WASTE.
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Other
Waste codes must be assigned by the user based on the application for which the product was used.

SECTION 14: Transport information

14.1. UN number
No dangerous goods in the sense of these transport regulations.

14.2. UN proper shipping name
ADR / RID / ADN proper shipping name
No dangerous goods in the sense of these transport regulations.

14.3. Transport hazard class(es)
Label
No dangerous goods in the sense of these transport regulations.

ADR / RID Class
No dangerous goods in the sense of these transport regulations.

ADR / RID Classification code
No dangerous goods in the sense of these transport regulations.

ADR / RID hazard identification number
No dangerous goods in the sense of these transport regulations.

IMDG Class
No dangerous goods in the sense of these transport regulations.

14.4. Packing group
No dangerous goods in the sense of these transport regulations.

14.5. Environmental hazards
Not applicable.

IMDG Marine Pollutant
Not applicable.

14.6. Special precautions for user
Not applicable.

14.7. Maritime transport in bulk according to IMO instruments
Not applicable.
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SECTION 15: Regulatory information

15.1 Safety, health and environmental regulations/legislation specific for the substance or mixture
EU regulations
SVHC: Substance of Very High Concern for authorization: 
This product does not contain substances of very high concern (SVHC) on the candidate list in a con-
centration >=0.1% (Regulation (EC) No. 1907/2006 (REACH), Article 59) 
 
 
Annex XVII (REACH): The product is subject to the following restrictions according to Annex XVII, 
Regulation (EC) 1907/2006 (REACH): 20 
This product contains one or more substances subject to restriction (Regulation (EC) No 1907/2006 
(REACH), Annex XVII). 
Dioctyltin oxide 
 
 
Substance subject to authorization according to REACH, Annex XIV 
None of the ingredients are included. 
 
 
Requirements for the issuance of export licenses : 
None of the ingredients are included. 
 
 
Regulation on ozone-depleting substances (EC) No. 1005/2009 
N/A. 
 
 
Persistent organic pollutants 
N/A. 
 
 
REGULATION (EU) 2019/1148 OF THE EUROPEAN PARLIAMENT AND OF THE COUNCIL of 
June 20, 2019 on the marketing and use of explosives precursors 
Not applicable.

National regulations
Ordinance on Industrial Safety and Health (BetrSichV, Germany): 
No flammable liquid according to BetrSichV 
 
Water hazard classification : 2 - significantly water endangering 
 
Storage class according to TRGS 510: 11 - Combustible solids 
 
VOC (%): <3 
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15.2. Chemical safety assessment
No chemical safety assessment has been carried out.

SECTION 16: Other information

Changes to previous revision
3 , 8 , 9 , 10 , 11 , 12 , 15 (Rev.: 1.0 v. 2025-04-09)

Phrase meaning
Flam. Liq. 3 - Flammable liquids, hazard category 3 
Skin Sens. 1B - Skin sensitisation, hazard category 1, sub-category 1B 
Acute Tox. 4 - inhalation - Acute toxicity, inhalation, hazard category 4 
STOT SE 2 - Specific Target Organ Toxicity — Single exposure, hazard category 2 
Eye Dam. 1 - Serious eye damage, hazard category 1 
Repr. 2 - Reproductive toxicity, hazard category 2 
Aquatic Acute 1 - Hazardous to the aquatic environment — Acute hazard category 1 
Aquatic Chronic 2 - Hazardous to the aquatic environment — Chronic hazard category 2 
H226 Flammable liquid and vapour. 
H317 May cause an allergic skin reaction. 
H318 Causes serious eye damage. 
H332 Harmful if inhaled. 
H361f Suspected of damaging fertility 
H371 May cause damage to organs 
H400 Very toxic to aquatic life. 
H411 Toxic to aquatic life with long lasting effects. 
EUH208 Contains Trimethoxyvinylsilane. May produce an allergic reaction. 
EUH210 Safety data sheet available on request.

Other
Additional information
The information is based on our current state of knowledge, but does not constitute a guarantee of 
product properties and does not establish a contractual legal relationship. The recipient of our 
products is responsible for observing existing laws and regulations. The information in this safety data 
sheet corresponds to the best of our knowledge at the time of printing. The information is intended to 
provide you with guidelines for the safe handling of the product mentioned in this safety data sheet 
during storage, processing, transportation and disposal. The information is not transferable to other 
products. If the product is mixed, blended or processed with other materials 
processed or subjected to processing, the information in this safety data sheet cannot be transferred 
to the new material produced in this way, unless expressly stated otherwise.

Manufacturer's notes
The data of the relevant components were taken from the latest safety data sheet of the upstream 
supplier.
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